	For Volkswagen--- Professional 

	

	Can cover the most vehicles of VW:
Introduction： 

The reader is a powerful, affordable handy scanner designed for all VW, AUDI, SKODA, and SEAT vehicles. It is small in size, robust in design, competitive in price and easy to use. With only 10% of the cost of a large special tool, it can nearly do the same work as that of a VAG1551/1552, or VAG-COM interface plus software. This is a stand alone unit; it does not need a laptop computer to operate. 

Features： 

· Low price: the price is only about 10% of that for a large special tool 

· Powerful functions: it can nearly do the same work as that of a VAG1551/1552, or VAG-COM interface plus computer 

· Powered via diagnostic connector, no additional power is needed 

· Hand held too, no computer is needed 

· High reliable and accurate 

· With large LCD display: the trouble code description will be displayed directly on the screen, no need for search it in the user's manua 

· With extension cable, comfortable for operation 

· With live data or data stream function 

· With large DTC database 

Main Functions： 

· Control Unit Information 

· Read Fault Codes 

· Measuring Blocks 

· Clear Fault Codes 

· Basic Setting 

· Adaptation 

· Independent Channel Value 

· Output Tests 

· Coding Control Unit 

· Login 

· Service Oil Reset 

· Code Modes 

· Dealership Code Set 

Support Protocol： 

· KWP1281 

· KWP2000 

· CAN BUS 

Specifications： 

· Port: 16-pin OBD II socket 

· Display: 128 x 64 LCD 

· Power: Directly supplied by diagnostic socket 

Applications： 

This item is a mini diagnostic scanner for VW / AUDI / SEAT / SKODA vehicles. It can be used by car owners as well as repair shops. 

Language： 

· Chinese 

· English 

· Spanish 

· Polish 

Package Includes： 

· One scanner with 16PIN Extension Cable 

· Operating Manual 

· Original package 

Packaging：

Outline of product: 155mm × 195mm × 38mm 

Weight of one product: 0.32kg 

Box: 590mm × 365mm × 530mm 

Quantity: 65pcs/ Box 

Weight of one packaging for delivery:



	For VW--- Standard

	

	Can cover the most vehicles of VW with the better cost:
Introduction： 

If your car's Check Engine Light is on, you need this device. It is a handy device for reading and erasing trouble code in your vehicles. It can also display live data for your vehicle. It is small in size, robust in design, competitive in price and easy to use. This is a stand alone unit, it does not need a laptop computer to operate. 

By simply connecting it with the diagnostic socket, the user will be able to read the trouble code. The trouble code description will be displayed directly on the screen, no need for search it in the user's manual. Each code will be continuously displayed until the [PREVIOUS] or [NEXT] key is pressed. This is an important advantage to compare with the old type trouble code reading tools. 

Features：

With large LCD display: the trouble code description will be displayed directly on the screen, no need for search it in the user's manual 

Each code will be continuously displayed until the [↑] or [↓] key is pressed. This is an important advantage to compare with the old type trouble code reading tools 

With extension cable, comfortable for operation 

Work with all VW , AUDI, SKODA, SEAT except CAN-BUS 

Service reset functions for OIL/IN1/IN2 

Support KWP2000,KWP1281 protocol 

Support all 78 systems for VW , AUDI, SKODA, SEAT vehicles 

Powered via diagnostic connector, no additional power is needed 

Plug and play, ease to use 

Turn off check engine light 

High reliable and accurate 

Specifications： 

· Port: 16-pin OBD II socket 

· Display: 128 x 64 LCD 

· Power: Directly supplied by diagnostic socket 

Functions：

· Read Trouble Code 

· Erase Trouble Code 

· Reset 0IL service (OIL, IN1, IN2) 

Packaging：

· Outline of product: 167mm × 258mm × 31mm 

· Weight of one product: 0.20kg 

· Box: 590mm × 365mm × 530mm 

· Quantity: 100pcs/ Box 

· Weight of one packaging for delivery : 22kg 
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	For OBD--- Professional

	

	Cover the most vehicles:
Description: 

If your car's Check Engine Light is on, you need this device. The Reader is a handy device for reading and erasing trouble code in your vehicles. It can also display live data for your vehicle. It is small in size, robust in design, competitive in price and easy to use. This is a stand alone unit; it does not need a laptop computer to operate. 

By simply connecting it with the diagnostic socket, the user will be able to read the trouble code. The trouble code description will be displayed directly on the screen, no need for search it in the user's manual. Each code will be continuously displayed until the [PREVIOUS] or [NEXT] key is pressed. This is an important advantage to compare with the old type trouble code reading tools. 

Following communication protocol are supported: 
ISO15765-4 (CAN BUS) 
ISO14230-4 (KWP2000) 
ISO9141-2 
J1850 VPW 
J1850 PWM 

Applications:

Even if you don't repair the vehicle yourself, knowing the Diagnostic Trouble Code number before taking the vehicle in for repair the less likely you will be ripped off. Once the vehicle is repaired, the Diagnostic Trouble Code(s) can be erased and the Check Engine light extinguished using this scan tool. 

In area that requires a smog test, an illuminated Check Engine light fails the emission test, even if the repaired vehicle might otherwise pass inspection. This OBD II Scan Tool extinguishes the Check Engine light. 

Another highly useful application for the scan tool is purchasing used vehicles. Used vehicles can have all sorts of expensive mechanical or electrical problems. Since our scanner is a portable device, the buyer, can connect the scan tool to the vehicle and in a few seconds determine if the vehicle has detected a problem. Remember, not all Diagnostic Trouble Codes illuminate the Check Engine light and a scan tool are the only way to obtain the information. 

Features:

· With large LCD display: the trouble code description will be displayed directly on the screen, no need for search it in the user's manual 

· Each code will be continuously displayed until the [↑] or [↓] key is pressed. This is an important advantage to compare with the old type trouble code reading tools 

· With extension cable, comfortable for operation 

· With live data or data stream function 

· Support all four OBD2 protocols: OBD-I, OBD-II, EOBD, and JOBD 

· With professional mode 

· With large Trouble code database 

· Powered via diagnostic connector, no additional power is needed 

· Plug and play, ease to use 

· Turn off check engine light 

· High reliable and accurate 

Main Functions:

· Read Trouble code 

· Erase Trouble code 

· Data Stream 

· Freeze Frame Data 

· Oxygen Sensor Test 

· On Board Monitor 

· Request Control Test 

· ECU Information 

Specifications:

· Port: 16-pin OBD II socket 

· Display: 128 x 64 LCD 

· Power: Directly supplied by diagnostic socket 

· Protocol: OBD-I, OBD-II, EOBD, and JOBD 

Vehicle coverage:

· GM '96 - current year (OBD-II) 

· Ford '96 - current year (OBD-II) 

· Chrysler '96 - current year (OBD-II) 

· Toyota '96 - current year (OBD-II) 

· Honda '96 - current year (OBD-II) 

· NISSAN '96 - current year (OBD-II) 
All other Asian and European '96 - current year (OBD-II)
Click here to check the compliant vehicles 
Language： 

· Chinese 

· English 

· Spanish 

· Polish 

· Finnish 

Package Includes:

· One scanner with 16PIN Extension Cable 

· Operating Manual 

· Original package 

Packaging：

Outline of product： 155mm × 195mm × 38mm 

Weight of one product： 0.32kg 

Box： 590mm × 365mm × 530mm 

Quantity： 65pcs/ Box 

Weight of one packaging for delivery ： 22kg 

Click here to get manual
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	For OBD--- Standard

	

	Can cover the most vehicles with the better cost:
Introduction： 

If your car's Check Engine Light is on, you need this device. The Reader is a handy device for reading and erasing trouble code in your vehicles. It can also display live data for your vehicle. It is small in size, robust in design, competitive in price and easy to use. This is a stand alone unit, it does not need a laptop computer to operate. 

By simply connecting V-Checker with the diagnostic socket, the user will be able to read the trouble code. The trouble code description will be displayed directly on the screen, no need for search it in the user's manual. Each code will be continuously displayed until the [PREVIOUS] or [NEXT] key is pressed. This is an important advantage to compare with the old type trouble code reading tools. 

Features：

· With large LCD display: the trouble code description will be displayed directly on the screen, no need for search it in the user's manual 

· Each code will be continuously displayed until the [↑] or [↓] key is pressed. This is an important advantage to compare with the old type trouble code reading tools 

· With extension cable, comfortable for operation 

· With live data or data stream function 

· Support all four OBD2 protocols: OBD-I, OBD-II, EOBD, and JOBD 

· With professional mode 

· With large DTC database 

· Powered via diagnostic connector, no additional power is needed 

· Plug and play, ease to use 

· Turn off check engine light 

· High reliable and accurate 

Specifications： 

· Weight: 135g without package, 190g with package 

· Port: 16-pin OBD II socket 

· Display: LCD 

· Power: Directly supplied by diagnostic socket 

· Protocol: OBD-I, OBD-II, EOBD, and JOBD 

Support Protocol: 

· ISO14230-4 (KWP2000) 

· ISO9141-2 

· J1850 VPW 

· J1850 PWM 

Operations： 

1. Turn off the ignition switch. Find the 16pin OBD2 diagnostic connector and plug into the Reader. When the "Press any key to start diagnosis" message is displayed, turn on the ignition switch and press any key to continue. 

2. The Reader will auto scan which protocol is used by the vehicle. Please wait! 

3. After scanning, the screen will display the test mode selection menu. Press [ ↓] or [↑] to select the test mode you want to use. 

4. If you select [Professional Mode], the Reader will ask you to select the vehicle make. 

5. Select a make and press [→] key. The screen will display the function menu. 

6. Select [READ DTC]. The screen will ask you select [ALL DTC] or [PENDING DTC]. Select one and press [→] key, if there is no DTC, it will display [NO TROUBLE CODE!] 

7. Otherwise it will display the first DTC and its description. Press [↓] key to view the next DTC, if any. Press [↑] key to review the previous DTC. Press [→] to return step 5 

8. Select [ERASE DTC] in step 7, you can clear all DTCs of your car 

9. Select [DATA STREAM] at step 5, the screen will display the live data. Press [↑] [↓] to scroll the screen. You can start the engine when doing this step. 

Vehicle coverage：

· GM '96 - current year (OBD-II) 

· Ford '96 - current year (OBD-II) 

· Chrysler '96 - current year (OBD-II) 

· Toyota '96 - current year (OBD-II) 

· Honda '96 - current year (OBD-II) 

· NISSAN '96 - current year (OBD-II)
All other Asian and European '96 - current year (OBD-II) 

Package Includes： 

· One reader with 16PIN Extension Cable 

Packaging：

Outline of product： 167mm × 258mm × 31mm 

Weight of one product： 0.20kg

Box： 590mm × 365mm × 530mm 

Quantity： 100pcs/ Box 

Weight of one packaging for delivery ： 22kg 
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